Настройка маршрутизатора  D-Link DVG-N5402S
1. Подключить кабель от ШАНа в порт WAN маршрутизатора, компьютер в LAN.

2. С помощью браузера подключиться по адресу  192.168.8.254 (предварительно необходимо прописать на сетевой карте своего компьютера ip-адрес из этой же сети, например: 192.168.8.2 с маской подсети 255.255.255.0. В качестве шлюза указать 192.168.8.254).
Имя пользователя – admin, пароля нет 

Нажать кнопку Login 

3. В закладке internet setup поставить галочку Enable VLAN Tagging.

Для настройки Интернета в WAN1 выбрать PPPoE, для настройки телефонии  в строке WAN2 поставить галочку и указать vlan для телефонии.
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WAN SETTINGS
VorP Setup

Wireless Setup Enable Type

LaNSetup WAN1  DefautRoute

Time and Date: wAN 2

WAN 1 SETTINGS

PPPOE Account :
PPPOE Password :
Confirm Password :
PPPOE Service Name :
Reconnect Mode :

Maximum Idle Time

MU

Name Server :

¥ Enable VLAN Tag,
VLAN ID

—

E—

= (0ptional)
@ Always On " On demand

—
—

Firmware Version : RU_L00

Helpful Hints.

Vhen configuring the.
VoIP router to access the.
Intenet, be sure to
choose the correct
Internet Connection
Type.

f you are unsure of
which opton to choose.
and having trouble
accessing the Internet
through the router,
Please veriy them with
your Internet Service
Provider (ISP)if
needed,





Указать для Интернета логин и пароль.
В окне VOIP указать WAN2 
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PPPOE Password :

Confirm Password :

PPPOE Service Name (Optona))

Reconnect Mode @ Aways On € on demand

MU 1952

WAN 1 Domain Name Server :

WAN 2 SETTINGS

Hostname :
Vendor Class ID :

MU

WAN 2 Domain Name Server :

Factory Default MAC Address :
Your MAC Address :

Current MAC Address

Apply| Cancel|

BROADBAND

Copyright © 2005-2007 D-Link Systems, Inc.





4. В закладке VOIP Setup 
поставить галочку на  Enable Support of SIP Proxy Server / Soft Switch:

В окне  PHONE 1 – FXS прописать  абонентский номер телефона и пароль для телефонии. 
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Wizard

Helpful Hints.

As there are various
EEED As there are various Proxy Server providers, according to RFC standard, it has desgned the prmy s
gateway to be compatble with them. If any registration problem occurs, please consult your it o]

Intemet telephony Server Provider. the gatenay tobe
e —— compatble with them, 1f
T any regisration problem

SOFT SWITCH SETTING ocaurs, please consult

e your Ifernet telephony
Time andDate Enable Support of SIP Proxy Server / Soft Switch Server Provider:

FXS REPRESENTATIVE NUMBER

Number
™ Register

User ID / Account :
Password :

Confirm Password :

PHONE 1

¥ Invite with ID / Account
User ID / Account :





Указать Proxy Server IP / Domain 10.0.0.254:
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F Enable SIP Proxy
Proxy Server IP / Domain : [woozss
Proxy Server Port : 050 (ress39)
Proxy Server Realm [
TIL (Registration interval) : ~ [e00 | (072009
SIP Dom: [

™ use Domain to Register

I Enable SIP Proxy (Redundant)

Proxy Server IP / Dom: [zt
Proxy Server Port : [so0
Proxy Server Realm [
TTL (Registration interval) :

SIP Domain :

™ use Domain to Register

Bind Proxy Interval for NAT :

Initial Unregister
Unregister All Contacts
Keep SIP Auth
‘Support Message Waiting Indication (MWI)
MWI Subscribe Interval 720 | (0=dsabl

OUTBOUND PROXY SUPPORT

™ outbound Proxy Support

Outbound Proxy TP / Domain :

lo|GP] &

LIRS




5. В окне LAN Setup снять галочку Enable DHCP Server

Если нужно подключить TV BOX, на соответствующих портах выставить Bridge и указать VLAN для TV 
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“The IP address of your

“This section alows you to configure the local network settings of your VoIP Wireless Router. VoIP router s the same

Please note that this section is optional and you should not need o change any of the settings

here to get your network up and running.

LAN interface mode :
¥ Enable NAT
LAN Port Address :

‘Subnet mask :

DHCP SERVER

™ Enable DHCP Server

LAN PORT CONTROL

# Router

1P advess you wil e t
access the web
menagementnterface of
Your router. TFyou
[ aiready have o DHCP

Serveron your network
or are using static P
adiresses on al the
Gevices on your netwark,
dickon Disable DHCP
Serverto dsable ths
feature.

UPnP helps other UPrP.
LAN hosts interoperate
with the router. Leave
the UPP option enabled
aslong as the LAN has
other UPrP appicatins.

Port  Enable Port Incoming Rate Limit Outgoing Rate Limit NAT/Bridge VLAN ID

Lanpots I F

Lanport2

LaNports

2 Full - Full -
et W (- (-
2 Full - Full -

Apply| _Cancel





6. Если необходимо подключить компьютер  по WiFi в закладке wireless Setup  сделать аналогичные настройки. 
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Wireless Channel :
Time and Date:
802.11 Mode :

Mode :

Channel Width :

¥ Broadcast SSID
¥ Enable WMM

™ Enable Universal Repeater Mode
(Acting as AP and diient simultaneouly)

ngb = 2
ngb = 2
ngb = 2

Use this section to configure the wireless settings for your D-Link router. Please note that Network Name s the first
changes made on this section wil aso need to be duplcated to your wireless clents and PC.

¥ Enable Wireless LAN Interface [Always | Add Schedule
LN Setup Wireless Network Name (SSID) : [ dinis2t

2.1

Enable 802.11 Mode Broadcast SSID Enable WMM

2
2
2

SteMap

Firmware Version : RU_L00

Helpful Hints.
Changing your Wireless

stepin securing your
wircless network, We.
recommend that you
change it to a famiar
name that does not
contain any personal
informaton,

Ve recommend that you
Enable Auto Scan
Channelso that the
router can select the:
best possile channel for
your wireless network to
operate on

Access

Canwan =]
Canwan =]
Canwan =]
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Wizard Helpful Hints.

F you have enabled

To protect your privacy you can configure wireless security features. Ly e
sure you writ dow
WEP o Pessphrase Key

Select SSID [Root 20 -dirka21 = that you have.

configured. You wlneed
o enter tis nformation

WIRELESS SECURITY MODE ToEmEe

at you connect 1o your

Wreless network

Intemet Setup

VorP Setup

LaNsetup

mands to selet WPA for higher level of securty.

Wireless Security Mode | —

Time and Date:

Use WPA or WPA2 mode to a balance ng securty and best compatibity. This
mode uses WPA for legacy cients whie maintaining higher securky with stations that are WPA2
apable. Also the strongest cipher that the client supports wil be used. For best securty, use
WPA2 Only m

ith WPA securty. For maximum compatbilty, uss WPA Only. This mode uses TKIP cipher.

ome gaming and legacy devices work only in this mode.

chieve better wireless performance use WPA2 Only security mode
cher).

WPA Authentication Mode :

WPA Cipher Suite :
WPA2 Cipher S

PRE-SHARED KEY

Pre-Shared Key Format :
Pre-Shared Key :

Apply| _Cancel





7. Для работы телефона в закладке Advanced ->VoIP ->Codec выставить приоритет 1 для кодака G.711 a-law, у других кодеков приоритет должен быть отличным от 1.
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Helpful Hints.
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