Настройка маршрутизатора  D-Link DVG-5112S
1. Подключить кабель от ШАНа в порт WAN маршрутизатора, компьютер в LAN.
2. С помощью браузера подключиться по адресу  192.168.8.254 (предварительно необходимо прописать на сетевой карте своего компьютера ip-адрес из этой же сети, например: 192.168.8.2 с маской подсети 255.255.255.0. В качестве шлюза указать 192.168.8.254)

Имя пользователя – admin, пароля нет 
Нажать кнопку Login 
[image: image1.png]& D-Link VoIP Router - Opera )=

@afin Mpaska B Jaiaacn Buaxers MacTpywentsi Crpasia

W Conem sy

ek <€

7L hitpilfio2.168.8.254] 215 £ =] 60

LOGIN
Welcome to DVG-GS4025P Weh Management.

Username : i}
Password :

|| Remember my login nfo. on this computer
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Так выглядит главное меню маршрутизатора:
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" SteMap  Fimware Version: RU_1.01

MAINTENANCE STATUS

Helpful Hints...

SETTING UP YOUR INTERNET

There are two ways o set up your Intemet connection: you can use the Web-based Intermet
Connection Setup Wizard, or you can manualy configure the connection

Please make sure you have yaur ISP connection settings first if you choose to setup manualy.

INTERNET CONNEGTION WIZARD

You can uss this wizare for assistance and quick connection of your new D-Link Router to the
Intemet. You willbe presented with step-by-step instructions in order to gt your Intemet
connection up and running. Click the button below to begin,

S
Setup Wizard ot o 5

manuak
Note: Before launching the wizard, please ensure you have correctly folowed the steps outined

Mor
in the Quick Instaltion Gide included with the router.





3. В окне слева выбрать Internet Setup.

3.1. Если порт LAN будет использоваться для  Интернета выбрать опцию PPPoE Dual Access. В появившемся окне PPPoE Dual Access ввести абонентские логин и пароль с карточки с реквизитами,  выбрать динамическую маршрутизацию Dynamic IP.
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WAN SETUP Helpful Hints...

Use this section ta configure your Intermet Connection type. If you are unsure of your connection
method, please contact your Intemet Service Provider.

DHCP
Static IP
PPPOE
PPTP

ey them i
PPPOE Dual Access Frovider Gopyg

PPTP Dual Access
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PPTP Dual Access

PPPOE DUAL ACCESS

PPPOE Account :

fibz0076

PPPOE Password [

Confirm Password : [

MU : 1492

Service Name : (optional)

Second Access IP Type : ©  Dynamictp Static P

1P Address : 1032025
Subnet Mask : 255.255.0.0
Default Gateway IP : 105201

Domain Name Server : 105201

Hostname :
Vendor Class ID :
™ VoIP Over Second Access
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В окне VLAN поставить галочку  Enable VLAN Tagging, 
в строке LAN Traffic VLAN ID =0 для Интернета

в строке Voice  – для VoIP VLAN ID=2601-2699 (1 VLAN  на кольцо).
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Нажать кнопку Apply
3.2. Если порт LAN будет использоваться для TV, выбрать опцию DHCP.
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SteMep  Frmware Version : RU_L0D

Helpful Hints.

When configuring the
Use thissection to configure your ntemet Connection type. I you ae unsure o your conniction | Fei it oteer
D method, please contact your Intemet Service Provder. el
Internet Connection
DHCP Type.
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LaNsetup

Time and Date:

jalieNieNeNeNoNo N}
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MU 1500

Domain Name Server Assignment : @ puto C Manual

e
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В окне VLAN поставить галочку  Enable VLAN Tagging, 

в строке LAN Traffic VLAN ID =1601-1699 для IPTV(1 VLAN  на кольцо).

в строке Voice  – для VoIP VLAN ID=2601-2699 (1 VLAN  на кольцо).
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4. Для настройки IP-телефонии в окне слева выбрать VoIP Setup.
В верхнем окне поставить галочку на  Enable Support of SIP Proxy Server / Soft Switch:
В окне  PHONE 1 – FXS прописать  абонентский номер телефона и пароль для телефонии. 
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Указать Proxy Server IP / Domain 10.0.0.254:
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5. Перейти к закладке ADVANCED:
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ADVANCED MAINTENANCE STATUS

(PSS voIP - CALLER FILTER
“This function is used at alow or deny SIP Invite from the Proxy st ONLY.

Cale Fitter

1P -- CALLER ID

In this section, it alows you to set Callr ID generation.. There are two type of FSK Calle ID. Choose the praper type for
you

adva

Caller D

VOIP -- CALLING FEATURES

It provides Cal Forward, Cal Hold, Call Transfer and Call Waiting.
It aso provides Three-Way Caling baser on Nortel Soft Switch and works with the conference cal supported by Voice -
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6. Выбрать в окне слева Advanced(VoIP( CODEC. Выбрать
Preferred Codec Type – G.711 a-law 64kbps

Нажать кнопку Apply.
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Firewal and DMZ Cancelation in this section. Preferred Codec Type:
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7. Выбрать в окне слева Advanced (VoIP ( DIGIT MAP
    Убрать √ для   Enable Pound Key ' # ' Function (Необходимо для работы некоторых ДВО).
    Нажать кнопку Apply.
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Advanced Network that this call s through
PSTN.

Default Call Route

Enable Pound Key %"
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the comnection of 2 all by

entering *#" after 2
complete phone nuberis
daled;

Defauit Call Route: Defines
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8.  Выбрать в окне слева Advanced (VoIP( FAX

Выбрать Т.38 FAX. Нажать кнопку Apply
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ADVANCED MAINTENANCE STATUS
Access Control

Firewall and DMZ type of FAX protocol and set the related settings.

Advanced Network
FAX / MODEM

FAX T.38

FAX T.30

SteMep

The function is auto detect FAX by T.30 Fax, .38 Fax, T.30/Modem or T.30 Only. Choose the

Enable High Quality

Firmware Version: RU_L0D

Helpful Hints.

T.36:T.38 FAX relay
fincton s the best choice
frorelble and efficent
facsinie ransmission over
network, It ransmits and
receives FAX waveform
(relaying) over the codec
negofated curing cal
setup this bandwidth
consumed i lowered, T.38.
protocol ko supports
redundancy o get better
FAX qualty.

Enable Hih Qualty: To
compensate posshle loss
of padket during
transmission, i functon
wil send T35 packet twice
over network. Ttincreases

approximately double
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9. В закладке Maintenance можно дать ping, например,  до ближайшего коммутатора. В окне  слева выбрать Diagnostics,  указать адрес и нажать кнопку test.
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Ping Test sends "ping” packets to test 3 computer on the Intemet.

Ping Destination :  10.73.0.1
Number of Ping : (1-100)
Ping Packet Size (565600 bytes )

PING 10.73.0.1 (10.73.0.1): 56 data bytes

— 10.73.0.1 ping statitics —
4packets ansmitted, 4 packets received, 0% packet loss
round-rp min/avamax = 0.0/15.0/60.0 ms
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SteMep

Firmware Version: RU_L0D

Helpful Hints.

Ping” cheds whether
computer on the Internetis
runring and responding.
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of the target computer or
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10. В закладке Status можно посмотреть состояние соединеия по телефонии и по Интернету.
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Al of your VoIP Router's
Al of your Intemet and network connection detais are displayed on this page. The firmware Information, WAN, LAN

and Vol status and
LAN Client version is also displayed here. details are display here.

VorP Status

Detais indude frmware

vegon MAC address,

Defaultgateway, Modem

Routng Tble Pandete,
Model ame : DVG-51125

Time and Date 2000/01/0108:04:00
Firmware Version : RU_L00

Statistics SYSTEM INFORMATION

WAN PORT INFORMATION

Factory Default MAC Address : 34080421690
Met Link : Comnected

WAN1 IP address : 67114

WAN1 Subnet mask 255.255.255.255

WAN1 Default Gateway 88.147.128.128

WAN2 IP address : 10.73.0.159

WAN2 Subnet mask 255.255.255.0

WAN2 Default Gateway : 10.73.01

Domain Name Server 88.147.128.17, 10.0.1.254

LAN PORT INFORMATION

34080421891
192.168.8.254
255.255.255.0
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Динамический адрес 79.126.71.14 присвоен для Интернета, 10.73.0.1 для телефонии.

